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TYPE CLASS KVC VOGT SMITH CRANE HEATON OMB
B1F1R 353 851 B-3510-F 1481 F1-810 L1 100

F1-610
B3F1 R 363 830 B-3514-F 1482 F3-810 L3 100

F3-610
B6F1R 373 860 B-3604-F 1484 F6-810 L6 100

13373 FB-3604-F F6-610
88T1 R (NPT) 12111 800 B-3604-T/W 11,741,144 810 HL 100
B851 R (SW) 13111 888 FB-3604-T/W 14,741,444 610 H 100

2801 870 W-3604-T/W 13,741,344 L810 WL 10
5870 FW-3604-T/W 1474 / 44WB L610 W 100

B15T1R(NPT) 15111 1500 B-3804-T/W 14,761,446 R910 9HL 100
BI 5S1 R (SW) 1588 FB-3804-T/W 910 9H 100

15801 1570 W-3804-T/W LR-910 9WL 10
1578 FW-3804-T/W L-910 9W 100

15373 9HLF 100
11603 FB-3804-F

B1F2R 473 G81 B-3655-F 881 F1-830 L1 300
F1-630

B3F2R 483 G83 B-3656-F 882 F3-830 L3 300
F3-630

B6F2R 493 G86 B-3644-F 884 F6-830 L6 300
10403 FB-3654-F F6-630

B8T2R (NPT) 12141 G80 B-3644-T/W 874,844 830 HL 300
B8S2R (SW) 13141 FB-3644-T/W 630 H 300

2821 G87 W-3644-T/W 1874 / 44WB L-830 WL 300
FW-3644-T/W L-630 W 300

3 15T2R (NPT) 15141 G150 B-3844-T/W 18,761,846 R930 9HL 300
B15S2R (SW) 1023 FB-3844-T/W 930 9H 300

G157 W-3844-T/W LR930 9WL 300
15821 FW-3844-T/W L930 9W 300
15493 9HLF 300
10603 FB-3844-F

BI F3R 573 C81 B-3664-F 681 F1-840 L1 400
BI F4R F1-640
BI F5R B-3663-F F1-850 L1 500

F1-650
B-3665-F F1-860 L1 600

F1-660
B3F3R 583 C83 B-3684-F 682 F3-840 L3 400
B3F4R F3-640
B3F5R B-3683-F F3-850 L3 500

F3-650
B-3685-F F3-860 L3 600

F3-660
B6F3R 593 C86 B-3674-F 684 F6-840 L6 400
B6F4R FB-3674-F F6-640
B6F5R B-3673-F F6-850 L6 500

FB-3673-F F6-650
B-3675-F F6-860 L6 600

FB-3675-F F6-660
B8S3R (SW) 701 C80/SC80 B-3674-T/W 840 HL 400
B8S4R (SW) B701 B80/SB80 B-3673-T/W 850 HL 500
B8S5R (SW) 13701 FB-3674-T/W 640 H 400
B8T3R (NPT) FB-3673-T/W 650 H 500
B8T4R (NPT) W-3674-T/W L840 WL 400
B8T5R (NPT) W-3673-T/W L850 WL 500

FW-3674-T/W L640 W 400
FW-3673-T/W L650 W 500

4835 860 HL 600
FB-3675-T/W 660 H 600

B15S3R(SW) 15701 C150 B-3874-T/W 16,761,646 R940 9HL 400
B15S4R (SW) B15701 B-3873-T/W R950 9HL 500
B15S5R (SW) FB-3874-T/W 940 9H 400
B15T3R (NPT) FB-3873-T/W 950 9H 500
B15T4R (NPT) W-3874-T/W LR-940 9WL 400
B15T5R (NPT) W-3873-T/W LR-950 9WL 500

R960 9HL 600
FB-3875-T/W 960 9H 600

15593 9HLF 400
6453 FB-3874-F F9-940

FB-3875-F F9-960
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MATERIAL

PART NAME

BODY A105N A350-LF2 A182-F1 A182-F304 Monel

BONNET A182-F5 Al 82-F304L Inconel

COVER A182-F9 A182-F316 Hastelloy

A182-F11 A182-1`316L

A182422 A182-1`317

Al 82-F317L

A182-F321

A182-F347

STEM A276-410 A276-410 A276-410 A276-304 Monel

SEAT RING A276-304 A276-304 A276-304 A276-316 Inconel

A276-316 A276-316 A276-316 A276-321 Hastelloy

A276-317

A276-347

WEDGE A217-CA15 A217-CA15 A217-CA15 A351-CF8 Monel

DISC A351-CF8 A351-CF8 A351-CF8 A351-CF8M Inconel

A351-CF8M A351-CF8M A351-CF8M A351-CG8M Hastelloy

A351-CF8C

YOKE SLEEVE/BUSH A582-416 A582-416 A582-416 A582-416 A582-416

GLAND FLANGE A105N A105N A105N A182-F304 A182-F304

GLAND PACKING Graphite Graphite Graphite Graphite Graphite

BONNET BOLT A193-B7 A320-L7 A193-B16 A193-B8 A193-B8M

A193-B8M

GLAND BOLT A193-B7 A193-B7 A193-B7 A193-B8 A193-B8

GLAND NUT A194-2H A194-2H A194-2H A194-8 A194-8

GLAND A276-410 A276-410 A276-410 A276-304 A276-304

HANDWHEEL Carbon Steel Carbon Steel Carbon Steel Carbon Steel Carbon Steel

GASKET A240 - 304 + Graphite A240 - 304 + Graphite A240 - 304 + Graphite A240 - 304 + Graphite A240 - 304 + Graphite

A240 - 316 + Graphite A240 - 316 + Graphite A240 - 316 + Graphite A240 - 316 + Graphite A240 - 316 + Graphite

HANDWHEEL NUT Carbon Steel Carbon Steel Carbon Steel Carbon Steel Carbon Steel

NAME PLATE Aluminium Aluminium Aluminium A240-304 A240-304
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SPECIAL ALLOYCARBON STEEL LOW-TEMP.         
CARBON

Cr-Mo              ALLOY 
STEEL STAINLESS STEEL

STANDARD MATERIAL SPECIFICATION



 

 

ANSI CLASS CONNECTION VALVE TYPE PORT

B = Bolted Bonnet/Cover 1 = 150 B = Butt Weld 0 = Ball R = Reduced Port

E = Extended Bonnet 3 = 300 F =Raised Face 1 =Gate F = Full Port

W = Welded Bonnet 6 = 600 R =Ring Type Joint 2 =Globe OPTION

BH = Bellow Seal Hight 8 = 800 S =Socket Weld 3 =Swing Check C= Cryogenic Service
Pressure Type

9 = 900 T = NPT Threaded 4 = Piston Check J = Jacketed Body

BS = Bellow Sealed

15 = 1500 ST = SW x NPT 5 =Ball Check N = Nuclear Service

BT = Bonnetless Type

25 = 2500 FW = RF Welded 6 = Needle

BY = Bellow Sealed             Flanged

Y-Pattern 45 = 4500

RW = RTJ Welded

PS = Pressure Seal Bonnet            Flanged

SW = Seal Welded Bonnet

YB = Y-Pattern Bolted
Bonnet/Cover

YE = Y-Pattern
Extended Bonnet

YS = Y-Pattern Seal
Welded Bonnet

YW = Y-Pattern
Welded Bonnet

NOTE: Full material specification to be specified by user.

GENERAL NOTES FOR DIMENSIONAL TABLES

1. All sizes given in millimetres and inches are approximate. 

2. All weights given in kgs and Ibs are approximate.

3. Dimensions shown may be revised at any time. Use certified dimensional drawings for critical areas.
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CONSTRUCTION

1 2 3 4 5

FIGURE NUMBER



PART NAME

1. Body

2. Seat Ring

3. Wedge

4. Stem

5. Gasket

6. Bonnet

7. Bonnet Bolt

8. Gland Packing

9. Gland Bolt

10. Gland

11. Gland Flange

12. Gland Nut

13. Thrust Washer

14. Yoke Sleeve

15. Handwheel

16. Name Plate

17. Handwheel Washer

18. Handwheel Nut

RATING (ASME/ANSI B 16.34) STANDARDS

Alloy Steel: TABLE 2-15 - 2-1.14 Construction : API 602

Alloy Steel: TABLE 2-15 - 2-1.14 ASME/ANSI B 16.34

Stainless Steel: TABLE 2-2.1 - 2-2.5

 

END CONNECTIONS INSPECTION AND TEST 

Socket Weld: ASME/ANSI B 16.11 API 598

Thread (NPT): ASME/ANSI B 1.20.1 ASME /ANSI B 16.34

Butt Weld: ASME/ANSI B 16.25
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FORGED STEEL GATE VALVES



OUTSIDE SCREW & YOKE/SW, NPT, BW, CLASS 800/1500 STANDARD BORE

CL
L (mm/in) 76 3 76 3 76 3 92 3.62 104 4.09 115 4.53 115 4.53 146 5.74

W (mm/in) 84 3.3 84 3.3 84 3.3 97 3.82 97 3.82 137 5.39 137 5.39 157 6.18

H (mm/in) 138 5.43 138 5.43 138 5.43 147 5.79 174 6.85 217 8.54 217 8.54 261 10.28

P (mm/in) 6.4 0.25 9.6 0.38 9.6 0.38 12.7 0.5 18 0.71 28.6 1.13 28.6 1.13 37.5 1.48

Wt (kg/Ib) 1.53 3.31 1.5 3.31 1.5 3.31 2.1 4.63 2.8 6.17 5 11 4.8 10.56 8.2 18.08

Fig No.
L (mm/in) 92 3.62 92 3.62 92 3.62 104 4.09 115 4.52 146 5.75 146 5.75 210 8.27

W (mm/in) 97 3.82 97 3.82 97 3.82 97 3.82 137 5.39 157 6.18 157 6.18 157 6.18

H (mm/in) 147 5.79 147 5.79 147 5.79 156 6.14 207 8.15 246 9.69 246 9.69 303 11.93

P (mm/in) 6.4 0.25 9.6 0.38 9.6 0.38 12.7 0.5 18 0.71 28.6 1.13 28.6 1.13 37.5 1.48

Wt (kg/Ib) 2.2 4.85 2.2 4.85 2.1 4.62 2.9 6.85 5 11.02 8.3 18.26 8.2 18.04 11.9 26.18

Fig No.

CL
L (mm/in) 76 3 76 3 76 3 92 3.62 104 4.09 115 4.53 115 4.53 146 5.74

W (mm/in) 84 3.3 84 3.3 84 3.3 97 3.82 97 3.82 137 5.39 137 5.39 157 6.18

H (mm/in) 138 5.43 138 5.43 138 5.43 147 5.79 174 6.85 217 8.54 217 8.54 261 10.28

P (mm/in) 6.4 0.25 9.6 0.38 9.6 0.38 12.7 0.5 18 0.71 28.6 1.13 28.6 1.13 37.5 1.48

Wt (kg/Ib) 1.3 2.87 1.3 2.87 1.3 2.87 1.9 4.19 2.7 5.95 4.8 10.56 4.7 10.56 8 17.64

Fig No.
L (mm/in) 92 3.62 92 3.62 92 3.62 104 4.09 115 4.52 146 5.75 146 5.75 210 8.27

W (mm/in) 97 3.82 97 3.82 97 3.82 97 3.82 137 5.39 157 6.18 157 6.18 157 6.18

H (mm/in) 147 5.79 147 5.79 147 5.79 156 6.14 207 8.15 246 9.69 246 9.69 303 11.93

P (mm/in) 6.4 0.25 9.6 0.38 9.6 0.38 12.7 0.5 18 0.71 28.6 1.13 28.6 1.13 37.5 1.48

Wt (kg/Ib) 2 4.41 1.9 4.19 1.9 4.19 2.7 5.94 4.9 10.8 8.1 17.82 8 17.63 11.8 25.96

Fig No.

CL
L (mm/in) 76 3 76 3 76 3 92 3.62 104 4.09 115 4.53 115 4.53 146 5.74

W (mm/in) 84 3.3 84 3.3 84 3.3 97 3.82 97 3.82 137 5.39 137 5.39 157 6.18

H (mm/in) 138 5.43 138 5.43 138 5.43 147 5.79 174 6.85 217 8.54 217 8.54 261 10.28

P (mm/in) 6.4 0.25 9.6 0.38 9.6 0.38 12.7 0.5 18 0.71 28.6 1.13 28.6 1.13 37.5 1.48

Wt (kg/Ib) 2.3 5.07 2.2 4.85 2.2 4.85 2.6 5.73 3.8 8.38 6.4 14.1 6.3 13.89 10.1 22.27

Fig No.
L (mm/in) 92 3.62 92 3.62 92 3.62 104 4.09 115 4.52 146 5.75 146 5.75 210 8.27

W (mm/in) 97 3.82 97 3.82 97 3.82 97 3.82 137 5.39 157 6.18 157 6.18 157 6.18

H (mm/in) 147 5.79 147 5.79 147 5.79 156 6.14 207 8.15 246 9.69 246 9.69 303 11.93

P (mm/in) 6.4 0.25 9.6 0.38 9.6 0.38 12.7 0.5 18 0.71 28.6 1.13 28.6 1.13 37.5 1.48

Wt (kg/Ib) 2.7 5.85 2.7 5.85 2.6 5.73 3.8 8.38 6.5 14.33 10.3 22.71 10.2 22.49 11.5 25.35

Fig No.
*Fig. No. 3rd or 4th character refer to page 3.
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PART NAME

1. Body

2. Disc

3. Stem

4. Gasket

5. Bonnet

6. Bonnet Bolt

7. Gland Packing

8. Gland Bolt

9. Gland

10. Gland Flange

11. Gland Nut

12. Yoke Bush

13. Handwheel

14. Handwheel Plate

15. Handwheel Washer

16. Handwheel Nut

RATING (ASME/ANSI B 16.34) STANDARDS

Alloy Steel: TABLE 2-11 Construction : API 602, BS 5352

Alloy Steel: TABLE 2-15 - 2-1.14 ASME/ANSI B 16.34

Stainless Steel: TABLE 2-2.1 - 2-2.5

 

END CONNECTIONS INSPECTION AND TEST 

Socket Weld: ASME/ANSI B 16.11 API 598 / BS 5146

Thread (NPT): ASME/ANSI B 1.20.1 ASME /ANSI B 16.34

Butt Weld: ASME/ANSI B 16.25
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FORGED STEEL GLOBE VALVES



OUTSIDE SCREW & YOKE/SW, NPT, BW, CLASS 800/1500 STANDARD BORE

CL
L (mm/in) 76 3 76 3 76 3 92 3.62 104 4.09 140 5.51 140 5.51 146 5.74

W (mm/in) 84 3.3 84 3.3 84 3.3 97 3.82 97 3.82 137 5.39 137 5.39 157 6.18

H (mm/in) 138 5.67 144 5.67 144 5.67 154 6.06 177 6.97 225 8.86 225 8.86 254 10

P (mm/in) 6.4 0.25 9.5 0.38 9.5 0.38 12.7 0.5 17.5 0.69 24 0.94 29.5 1.16 35 1.38

Wt (kg/Ib) 1.5 3.31 1.5 3.31 1.5 3.31 2.2 4.9 2.8 6.16 5.6 12.35 5.6 12.35 8.5 18.74

Fig No.
L (mm/in) 92 3.62 92 3.62 92 3.62 104 4.09 140 5.51 146 5.74 146 5.74 210 8.27

W (mm/in) 97 3.82 97 3.82 97 3.82 97 3.82 137 5.39 157 6.18 157 6.18 157 6.18

H (mm/in) 150 5.91 150 5.91 150 5.91 179 7.05 231 9.09 258 10.16 258 10.16 301 11.85

P (mm/in) 6.4 0.25 9.5 0.38 9.5 0.38 12.7 0.5 16 0.63 22 0.87 27 1.06 35 1.38

Wt (kg/Ib) 2.5 5.5 2.4 5.3 2.3 5.1 3.2 7.1 6.1 13.42 10.5 23.2 10.5 23.2 13 28.7

Fig No.

CL
L (mm/in) 76 3 76 3 76 3 92 3.62 104 4.09 115 4.53 115 4.53 146 5.74

W (mm/in) 84 3.3 84 3.3 84 3.3 97 3.82 97 3.82 137 5.39 137 5.39 157 6.18

H (mm/in) 144 5.67 144 5.67 144 5.67 154 6.06 177 6.97 225 8.86 225 8.86 254 10

P (mm/in) 6.4 0.25 9.5 0.38 9.5 0.38 12.7 0.5 17.5 0.69 24 0.94 29.5 1.16 35 1.38

Wt (kg/Ib) 1.3 2.87 1.3 2.87 1.3 2.87 2.1 4.6 2.8 6.17 5.5 12.13 5.4 11.91 8.3 18.3

Fig No.
L (mm/in) 92 3.62 92 3.62 92 3.62 104 4.09 140 5.51 146 5.74 146 5.74 210 8.27

W (mm/in) 97 3.82 97 3.82 97 3.82 97 3.82 137 5.39 157 6.18 157 6.18 157 6.18

H (mm/in) 150 5.91 150 5.91 150 5.91 179 7.05 231 9.09 256 10.08 256 10.08 301 11.85

P (mm/in) 6.4 0.25 9.5 0.38 9.5 0.38 12.7 0.5 16 0.63 22 0.87 27 1.06 35 1.38

Wt (kg/Ib) 2.3 5.51 2.5 4.62 2 4.4 3 6.6 5.9 13 9.7 21.4 9.7 21.4 11 24.3

Fig No.

CL
L (mm/in) 76 3 76 3 76 3 92 3.62 104 4.09 115 4.53 115 4.53 146 5.74

W (mm/in) 84 3.3 84 3.3 84 3.3 97 3.82 97 3.82 137 5.39 137 5.39 157 6.18

H (mm/in) 313 12.3 313 12.3 313 12.3 321 12.6 367 14.5 416 16.4 416 16.4 551 21.7

P (mm/in) 6.4 0.25 9.5 0.38 9.5 0.38 12.7 0.5 17.5 0.69 24 0.94 29.5 1.16 35 1.38

Wt (kg/Ib) 2.4 5.29 2.4 5.29 2.2 4.85 2.6 5.73 3.8 8.38 8.5 14.33 6.4 14.11 10.2 22.49

Fig No.
L (mm/in) 92 3.62 92 3.62 92 3.62 104 4.09 115 4.52 146 5.75 146 5.75 210 8.27

W (mm/in) 97 3.82 97 3.82 97 3.82 97 3.82 137 5.39 157 6.18 157 6.18 157 6.18

H (mm/in) 321 12.6 321 12.6 321 12.6 367 14.5 416 16.4 416 16.4 551 21.7 665 26.2

P (mm/in) 6.4 0.25 9.5 0.38 9.5 0.38 12.7 0.5 16 0.63 22 0.87 27 1.06 35 1.38

Wt (kg/Ib) 3 6.6 3 6.6 2.9 6.4 4.1 9 6.8 15 12.5 27.6 12.3 27.1 16 35.3

Fig No.
*Fig. No. 3rd or 4th character refer to page 3.
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PART NAME

1. Body

2. Disc

3. Stem

4. Gasket

5. Bonnet

6. Bonnet Bolt

7. Gland Packing

8. Gland Bolt

9. Gland

10. Gland Flange

11. Gland Nut

12. Yoke Bush

13. Handwheel

14. Handwheel Plate

15. Handwheel Washer

16. Handwheel Nut

RATING (ASME/ANSI B 16.34) STANDARDS

Alloy Steel: TABLE 2-11 Construction : API 602, BS 5352

Alloy Steel: TABLE 2-15 - 2-1.14 ASME/ANSI B 16.34

Stainless Steel: TABLE 2-2.1 - 2-2.5

 

END CONNECTIONS INSPECTION AND TEST 

Socket Weld: ASME/ANSI B 16.11 API 598 / BS 5146

Thread (NPT): ASME/ANSI B 1.20.1 ASME /ANSI B 16.34

Butt Weld: ASME/ANSI B 16.25
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FORGED STEEL Y-GLOBE VALVES



OUTSIDE SCREW & YOKE/SW, NPT, BW, CLASS 800/1500 STANDARD BORE

CL
L (mm/in) 76 3 76 3 76 3 92 3.62 104 4.09 140 5.51 140 5.51 146 5.74

W (mm/in) 84 3.3 84 3.3 84 3.3 97 3.82 97 3.82 137 5.39 137 5.39 157 6.18

H (mm/in) 167 6.58 167 6.58 167 6.58 180 7.09 207 8.15 255 10.04 255 10.04 300 11.81

P (mm/in) 6.4 0.25 9.5 0.38 12 0.47 15 0.59 18 0.71 24 0.94 30 1.18 36 1.42

Wt (kg/Ib) 1.8 3.97 1.8 3.97 1.8 3.97 2.1 4.62 3.5 7.72 6.7 14.8 6.7 14.7 9.7 21.4

Fig No.
L (mm/in) 90 3.55 90 3.55 90 3.55 102 4.02 124 4.88 152 5.98 152 5.98 200 7.87

W (mm/in) 97 3.82 97 3.82 97 3.82 97 3.82 137 5.39 157 6.18 157 6.18 157 6.18

H (mm/in) 180 7.09 180 7.09 180 7.09 207 8.15 255 10.04 300 11.81 300 11.81 355 13.98

P (mm/in) 6.4 0.25 9.5 0.38 12 0.47 15 0.59 20 0.79 23.5 0.93 31 1.22 38 1.5

Wt (kg/Ib) 2.2 4.85 2.2 4.85 2.1 4.63 3.6 7.94 6.8 15 9.8 21.6 9.8 21.6 14.3 31.5

Fig No.

CL
L (mm/in) 76 3 76 3 76 3 90 3.55 102 4.02 124 4.88 124 4.88 152 5.98

W (mm/in) 84 3.3 84 3.3 84 3.3 97 3.82 97 3.82 137 5.39 137 5.39 157 6.18

H (mm/in) 167 6.58 167 6.58 167 6.58 180 7.09 207 8.15 225 8.86 255 10.04 300 11.81

P (mm/in) 6.4 0.25 9.5 0.38 12 0.47 15 0.59 18 0.71 24 0.94 30 1.18 36 1.42

Wt (kg/Ib) 1.6 3.53 1.6 3.53 1.6 3.53 1.9 4.2 3.2 7.04 6.4 14.1 6.4 14.1 9.3 20.5

Fig No.
L (mm/in) 90 3.55 90 3.55 90 3.55 102 4.02 124 4.88 152 5.98 152 5.98 200 7.87

W (mm/in) 97 3.82 97 3.82 97 3.82 97 3.82 137 5.39 157 6.18 157 6.18 157 6.18

H (mm/in) 180 7.09 180 7.09 180 7.09 207 8.15 255 10.04 300 11.81 300 11.81 355 13.98

P (mm/in) 6.4 0.25 9.5 0.38 12 0.47 15 0.59 20 0.79 23.5 0.93 31 1.22 38 1.5

Wt (kg/Ib) 2 4.41 2 4.41 1.9 4.2 3.4 7.5 6.6 14.6 9.6 21.2 9.6 21.2 14.1 31.02

Fig No.

CL
L (mm/in) 76 3 76 3 76 3 90 3.54 102 4.02 124 4.88 124 4.88 152 5.98

W (mm/in) 84 3.3 84 3.3 84 3.3 97 3.82 97 3.82 1347 5.39 137 5.39 157 6.18

H (mm/in) 316 12.45 316 12.45 316 12.45 324 12.76 370 14.6 419 16.5 419 16.5 554 21.8

P (mm/in) 6.4 0.25 9.5 0.38 12 0.47 15 0.59 18 0.71 24 0.94 30 1.18 36 20.46

Wt (kg/Ib) 2.3 5 2.3 5 2.3 5 2.8 6.16 3.2 7.04 6.7 14.7 6.6 14.6 9.3 20.46

Fig No.
L (mm/in) 90 3.55 90 3.55 90 3.55 102 4.02 124 4.89 152 5.98 152 5.98 200 7.87

W (mm/in) 97 3.82 97 3.82 97 3.82 97 3.82 137 5.39 157 6.18 157 6.18 157 6.18

H (mm/in) 324 12.76 324 12.76 324 12.76 370 14.6 419 16.5 554 21.8 554 21.8 667 26.3

P (mm/in) 6.4 0.25 9.5 0.38 12 0.47 15 0.59 20 0.79 23.5 0.93 31 1.22 38 1.5

Wt (kg/Ib) 2.8 6.2 2.8 6.2 2.58 6.2 4 8.8 6.7 14.7 10.3 22.7 10.3 22.7 15.5 34.2

Fig No.
*Fig. No. 3rd or 4th character refer to page 3.
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FORGED STEEL Y-GLOBE VALVES



 PART NAME

1. Body

2. Disc (PISTON)

3. Gasket

4. Cover

5. Cover Bolt

6. Name Plate

 7. Ball

8. Seat Ring

9. Disc (PISTON)

10. Seating Ring

11. Hinge

12. Hinge Pin

13. Support

 

RATING (ASME/ANSI B 16.34) STANDARDS

Alloy Steel: TABLE 2-11 Construction : API 602, BS 5352

Alloy Steel: TABLE 2-15 - 2-1.14 ASME/ANSI B 16.34

Stainless Steel: TABLE 2-2.1 - 2-2.5

 

END CONNECTIONS INSPECTION AND TEST 

Socket Weld: ASME/ANSI B 16.11 API 598 / BS 5146

Thread (NPT): ASME/ANSI B 1.20.1 ASME /ANSI B 16.34

Butt Weld: ASME/ANSI B 16.25
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FORGED STEEL CHECK VALVES


